
�����
������������	
��



�������	�����	����	���������	�����	�����������������������	����������
CHAIN CONVEYOR BELT
conveying width mm
height side walls (horizontal part) mm
height side walls (ascending part) mm

issue 12/16

KEF-1900
1.000

KEF-1200
1.200

Easy and safe use

KEF-1750
1.750 1.900

450-750

KEF-1400 KEF-1500
1.400 1.500

300-750

KEF-1000

300-1250

  www.kadantpaal.com

The conveyors are supplied with many 
advantages, such as:

The operating of the conveyors is easier 
respectively saver by:

oil and grease resistent belt or 
conveyor belt with different size,

The conveyors can be provided with 
additional options:

extra large chain wheels for a smooth 
running

a lot of maintenace openings in the 
heavy, solid sheet steel edging design,

extended lateral side walls at the 
horizontal and inclined section; the 
"swan neck" descending strongly,

additional sliding support in the 
horizontal section to absorb heavy 
crushes,

tension station with good accessibility personnel protection system and 
emergency-off pull rope on the top of 
the inclined section,

conveyor start/stop- and emergency-off 
switches on both sides of the ascending 
conveyor part,

changeable, boltetd chain guides,

500-1250

straight side walls, nominal width = 
working width 

drip oiler with magnetic valve for 
automatic operation of the chain 
lubrication,

optional chain types with a breaking 
load up to 140 kN per part of chain,

Well-known standards Additional equipment


